
G) EXISTING EXTERIOR WINDOW TO BE RE-GASKETED AND SEALED SHUT 
FROM THE INTERIOR SIDE. RE: C1, D1, E1/A501. 

APPLY J• GYP. BD. WITH ADHESIVE TO EXISTING GLAZED S.F.T. AS 
SHOWN ON ELEVATIONS AROUND ELIEVATOR OPENINGS. POLISHED 
PLASTIER FINISH. SHIM EXISTING WALL AT BASE AND AT UNSUPPORTED 
ENDS TO PROVIDE PLUMB SUBSTRATE. (09260, 09225) 

NEW DOOR INSTALLIED IN EXISTING H.M. FRAME. PREP FRAME TO 
RECEIVE NEW DOOR. PAINT EXIST'G H.M. FRAIME PER FINISH PLANS. 
REPAIR/REFINISH ALL DISTURBED EXISTING MATERIALS. (08110, 
08211, 09912) 

PATCH / REPAIR WALL AT REMOVED PARTITION. PAINT. TYPICAL. 
(09210, 09215, 09912) 

0 NEW FLUSH HDWD. PANEL SYSTEM. (06402) 

0 NEW WOOD BENCH IN FLUSH HDWD. PANEL SYSTEM. (06402) 

0 INSTAUL SEMI-RECESSED FIRE EXTINGUISHER CABINET (FEC) AT 3'-6" 
A.F.F. TO CENTER OF CABINET. (1 0520) 

0 DRINKING FOUNTAIN. RE: PLUMB. DRWGS. 

0 REMOVE ADHESIVE MASTIC FROM ALL REMAINING EXIST'G WALLS AT 
REMOVED RUBBER WALL BASE. (09912) 

@ INFILL SMALL OPENING IN FLOOR SLAB W/ GONG. RE: STRUCTURAL 
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INFILL 2" DIAMTER HOLE IN CONC. FLOOR WITH CONCRETE AT 
REMOVED SPRINKLER RISER DRAIN. POLISH SURFACE FLUSH TO 
EXISTING FLOOR. BASE BID. (03301) 

INFILL ABOVE MECH. DUCT W/ 2-HR RATED SHAFT WALL ASSEMBLY. 
(09265) 

INFILL FILOOR AT REMOVED SHAFT. RE: 'S' DRAWINGS. 

MAINTAIN EXISTING 2-HOUR SHAFT. 

MAINTAIN EXISTING 2-HOUR STAIRWELL. 

TERMINATE GYP. BD. 4" ABOVE FINISHED CEILING TO MAINTAIN AIR 
FLOOR FROM WAUL CAVITY TO CEILING PLENUM. RE: DETAILS. 

INSTALL GONG. FIULER (N!"±) TO LIEVEL EXIST'G GONG. SLAB TO 
FLUSH W/ EXIST'G TERRAZZO. PREP TO RECEIVE NEW TERRAZZO 
OVERLAY FLOORING. RE: SHTS. A 140, A 141 FOR EXTENT OF 
FLOORING. (03301, 09402) 

APPLY ~" GYP. BD. WITH ADHESIVE TO EXISTING GLAZED S.F.T. 
THROUGHOUT ROOM. INSTALL STEEL CHECKER PLATE WAINSCOT TO 
48" A.F.F. THROUGHOUT ROOM. (05500, 09260) 

RETROFIT INTERIOR INSULATING GLAZING SYSTEM. (08410) 

BLAST PROTECTION FILM APPLIED TO THE INTERIOR GLASS OF 
EXISTING WINDOW SASH. (0841 0) 

-, 
I 

9 TYP. 

22.1 22 

INSTALL SEALANT AROUND PERIMETER OF RETROFIT INSULATING 
GLAZING TO SEAIL TIGHT FROM MOISTURE AIND INFILTRATION FROM 
INTERIOR IN COMPUTER ROOM. (0841 0, 07920) 

@ INSTALL FILOOR INFILL BETWEEN EXISTING RAISED GONG. PLATFORM 
AND NEW GYP. BD. WALL. RE: DETAILS. 
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MAINTAIN EXISTING FULL HEIGHT WALLS PER CODE. 

INFILL OPENING AT REMOVED F.H.C. W/4" THICK C.M.U. PATCH 
W/PLASTER FLUSH W/ ADJACENT PLASTER FINISH. PAINT. RE: E5/ 
A 502. (04810, 09210, 09912) 

INSTALL NEW SHAFT WAUL AT EDGE OF SLAB OPENING (09265) 

INFORMATION KIOSK - RE: SHEET A 701 

NAVIGATION PANEL - RE: C1 /A 702 

LIGHT PAINEL - RE: B3/A 702 

SUPERGRAPHIC - RE: E5/A 702 

CARD READER LOCATION FOR GLASS DOORS. - PROVIDE JUNCTION 
BOX IN WOOD / PLASTER WALL. COORDINATE LOCATION WITH 
ARCHITECT. CONDUIT UP FROM J-BOX INTO ADJACENT NEAIRBY 
ACCESSABLE LAY-IN CEILING; PROVIDE CONDUIT TO HEADER TUBE 
OF ALL -GLASS DOOR SYSTEM TO ELECTRIC DOOR STRIKE. ALL 
WORK TO BE CONCEALED. COORDINATE WITH GLASS DOOR 
MANUFACTURER, ELECTRICAL AIND ARCHITECT. CARD READER DEVICE, 
WIRING AND ACCESSORIES N.I.C. 
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CARD READER LOCATION FOR H.M. FRAMES - PROVIDE JUNCTION 
BOX IN WALL. COORDINATE LOCATION WITH ARCHITECT. CONDUIT UP 
FROM BOX INTO ADJACENT NEARBY ACCESSABLE LAY-IN CEILING; 
CONDUIT DOWN INTO FRAME TO ELECTRIC HINGE. ALL WORK TO BE 
CONCEALIED. COORDINATE WITH DOOR, HARDWARE, ELECTRICAL AND 
ARCHITECT. CARD READER DEVICE, WIRING AND ACCESSORIES N.I.C. 

CARD READER LOCATION FOR STAIRWELL H.M. FRAMES - C.R. DEVICE 
AND WIRING INSIDE THE STAIRWELL IS TO BE SURFACE MOUNTED 
(N.I.C.) MAINTAIN ACCESS INSIDE H.M. FRAME FROM HEAD TO 
ELECTRIC HINGE. PROVIDE CONDUIT FROM INSIDE STAIRWELL THRU 
C.M.U. WALL ABOVE ADJACENT CEILING TO LOCATION IN NEARBY 
ACCESSABLE LAY-IN CEILING. COORDINATE WITH DOOR, HARDWARE, 
ELECTRICAL AND ARCHITECT. CARD READER DEVICE, WIRING AND 
ACCESSORIES N.I.C. 

TOUCH-UP PAINT AT STANDPIPE PIPING/SPRINKLER CONNECTIONS 
AND PENETRATIONS IN THIS AREA. BASE BID. (09912) 

INSTALL 24 "X24" 2-HR. RATED ACCESS DOOR IN SHAFT WALL. 
COORD. LOCATION W/ M/P/E DRAWINGS. PAINTED. (08311, 09912) 

INSTALL 30"X30" NON-RATED ACCESS DOOR IN FURRED WALL OVER 
EXIST'G/NEW ACCESS DOOR. (08311) 

INSTALL 24 "X24" 2-HR. RATED ACCESS DOOR IN EXIST'G MASONRY 
SHAFT WALL. F.V. EXIST'G OPENING DIMENSION. (08311) 

A3 

GTYP. EA. 
A3 TYP. 

A 501 BAY 
2 

QTYP. EA. 
VBAY 

A3 

ELEC. 
CLOS. @ 

114071 

TELE. 
CLOS. @ 

114081 23 

~ 

16 

• 
0 
I 

TYP. ALL 
WINDOWS 

SOUTH WALL. 

• --I 
"' 
9' 

' "' I 
"' 

' on 
I 

"' 

-H 
' "' I 
on ., 

GENERAL CONSTRUCTION NOTES; 

1. THE SCOPE OF WORK SHOWN AND NOTED ON THIS PLAN 
REPRESENTS ITEMS TO BE PART OF THE BASE BID SHELL 
CONSTRUCTION IN PHASE II, UNLESS NOTED AS OTHERWISE. 
COORDINATE WITH TENAINT CONSTRUCTION (OPTION 1) WORK SHOWN 
AND DETAILED ELSEWHERE IN THE DOCUMENTS AS WEUL AS OTHER 
OPTION RELATED WORK. 

2. CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS AND 
REPORT TO OWNER'S REPRESENTATIVE ANY CONFILICTS THAT MAY 
AFFECT DESIGN INTENTIONS SHOWN ON THE PROJECT DOCUMENTS. 

3. PROTECT IN-FLOOR RACEWAY SYSTEM DURING CONSTRUCTION 
PROCEDURES. ALSO USE CAUTION AS TO AVOID DAMAGE TO THE 
IN-FLOOR RACEWAYS WHEN MAKING ATIACHMENT TO THE FLOOR 
BELOW OR TO THE FLOOR STRUCTURE ABOVE. RE: SHTS. ED 1 01 
THRU ED 108 FOR A DIAGRAMMATIC LAYOUT OF THIS SYSTEM. 

4. AT EXISTING PLASTER WALLS TO REMAIN, CONTRACTOR SHAUL 
PATCH/REPAIR CRACKS AND MARRED SURFACES AIND PREP TO 
RECEIVE NEW WALL FINISH PER SCHEDULE. (0921 0, 09215) 

5. WHEN PATCHING AIND/OR REPAIRING EXISTING FINISHED 
SURFACES IN AREAS NOT SCHEDULED FOR NEW FINISHES, PAINT TO 
MATCH EXISTING SURFACE IN EACH DIRECTION TO NEAREST BREAK 
IN PLANE. 

6. CLEAN ALL EXISTING ALUMINUM WINDOW SASHES, BLIND 
HOUSINGS AND JAMB/HEAD/SILL SURROUNDS AT COMPLETION OF 
PROJECT. (01700) 
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GENERAL CONSTRUCTION NOTES; 

7. INFILL EXISTING FLOOR ACCESS HOLIES (N3" DIA.) LIEFT FROM 
PREVIOUS FURNITURE LAYOUT • PROVIDE ALUMINUM INSERT TRAY 
MATCHING BUILDING STANDARD. INSTALL INSERT AND APPLY LEVELING 
CONCRETE PATCH TO FLUSH FLOOR FOR NEW FLOORING FINISH. 
ASSUME 12QQ TOTAL LOCATIONS FOR ENTIRE PROJECT. (03301) 

8. AT EXISTING FLOOR ACCESS "HAJND" HOLIES (N6" DIA.) WITH 
ACCESSIBLIE BRASS COVERS, CUT VCT OR SIMILAR MATERIAL AND 
PLACE OVER COVER TO LEVEL FLOOR FOR NEW FLOORING FINISH. 
ASSUME 1500 TOTAL LOCATIONS FOR ENTIRE PROJECT. (09651) 

"STREET' 

lliill D1 

G -
ti I 

:::> 0 

0: 
85 In 

w 
z 
--' 
:r:l 
(.) 

!;( 
:::;: 

I 
I 'f 
I "' 

PROPERlY OF THE UNITED STATES GOVERNMENT - FOR OFFICIAL USE ONLY. Do no\ remove \his notice. Properly destroy documents when no longer needed. 

GENERAL SERVICES ADMINISTRATION 

BASE BID AND OPTION BIDS 

BB I OPT 2 
PROJECT INVOLVES A BASE BID AND MULTIPLE 

IIOIPTI(JNS AS DEFINED IN THE PROJECT MANUAL. ALL WORK 
CONSIDERED BASE BID (BUILDING SHELL CONSTRUCTION 

II :~~~:~IN~C~~LU~~D:~E, DEMO, COMMON SPACE, COLUMN FURRING, 
WAULS, CEILINGS, LIGHTING, MECHAINICAL, FIRE 

SHELL ELECTRICAL, ETC.) UNLESS 
REFERENCED OTHERWISE IN THE CONTRACT 
THE REFERENCE ABOVE IDENTIFIES WHICH 

MAY BE INCLUDED AND REFERENCED ON THIS 
SHEET. ON THE DRAWINGS "BB" CLARIFIES BASE 

CONDITIONS WHILE "OPT1" IDENTIFIES WORK THAT IS 
OPTION AND THE OPTION NUMBER (SEE PROJECT 

1 : TENANT WORK 
2: EGRESS STAIR IMPROVEMENTS 
3: DEDICATED COMPUTER ROOM CHILLER 
4: SUN CONTROL 
5: POWER MONITORING 
6: UTILITY MONITORING ON MAIN UTILITIES. 
7: SUB-METERING 
8: LEED 
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